
230PN
Safety Audit

Scope & Standards
Value Engineering

STAGE 1 Professional Services STAGE 2 STAGE 3

Physical Works
Delivery

SH2/SH 58 Intersection
Improvements

18PN TGM
(Completed)

Beca - Investigation
& Reporting
Designation and
Cost Estimate

233PN Stage 1
Geotechnical Inv

Cut & Fill Option
Viaduct Options
Retaining Structures
Settlement Treatment
Interchange Design

235PN
Cost, Risk & Value
Engineering

Risk Register
Cut & Fill Option
Construction Techniques
Procurement
Value Engineering
Programming

TRANSMISSION GULLY MOTORWAY

Stage 2
Investigation &

Preliminary Design

236PN
TGM Scoping and Management

Theoretical Capacity
Geometric standards - Vertical grades and curves (K values)
Intersection Design
Safety
Environmental
Consultation
Passenger Transport
TDM - Priority Lanes, Park & Ride, Car Pooling etc
Trip Reliability (Coastal Route) - Incident Closures
LATM Coastal Route Treatment - Paekakariki Int, Pukerua Bay, Mana Imps,
Pedestrian and Cycling Access
TGM project efficiency (BCR)

Beca Auckland Toll
Study

(Tolling Group)

231PN
TGM Traffic Model

Traffic volumes
Turning movements
Network Impacts
Links/Connections

SH58 Strategic Study

Existing Capacity and Safety
Future growth
Impacts of TGM
Upgrade options including cost

Ngauranga Triangle
- Grenada - Gracefield
- SH2 Petone to Ngauranga
- SH1 Grenada to Ngauranga
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